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               D75 Rotation Stage D100 Rotation Stage 

 

         Rotation Stage with integrated controller 

Model: D75 D100 

Type of movement: Rotation Rotation 

Variants: Various top plates available Various top plates available 

Type of bearing: Ball bearing Ball bearing 

Type of drive: Direct drive (1:1) Direct drive (1:1) 

Type: Metric  Metric 

Dimension (LxWxH) (mm): 104 x 75 x 45 125 x 102 x 45 

Travel range: >360° >360° 

Resolution: 0.007° / 0.12 mrad 0.007° / 0.12 mrad 

Repeatability unidirectional: 0.03°   / 0.52 mrad 0.03°   / 0.52 mrad 

Repeatability bidirectional: 0.06°   / 1.04 mrad 0.06°   / 1.04 mrad 

Housing material: Black anodized aluminium Black anodized aluminium 

Max. load capacity centered (kg): 4 5 

Max. load capacity one-sided (kg): 2.6 4.2 

Max. load capacity on the egde (kg): 0.8 1.2 

Operating temperature (°C): 10-40 10-40 

Maximum speed: 143°/s    /     2.5 rad/s 143°/s    /     2.5 rad/s 

Minimum speed: 2.3°/s     /   0.04 rad/s 2.3°/s     /   0.04 rad/s 

Type of motor: Hybrid stepper motor Hybrid stepper motor 

Weight (g): 472 860 

Stage interface: USB-C & PLC* USB-C & PLC* 

Steering interface: 
USB & RS485  

both in one connector* 

USB & RS485  

both in one connector* 

Maximum operating current (mA): 1000 1000 

 


